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TRIDO ECOPAK 300

• Y strainer  • Sight glass(s)  • PSV 
• Plumbed and wired to skids edge 
• 2 year warranty*
• Completely Customizable 

Motor Type

Controller Type 

Fluid Head Type

Fluid head count

Solar Panels

Batteries

Junction control 
box

Frame

Skid/Frame 
Dimensions

Tank size

TRIDO 24v 3 Phase AC

TRIDO Mini-Mizer VFD 
24v, MODBUS.

5100 series standard, accepts 
All makes sizes and models in 
its class

1 to 8 

2 x 160 watt C1D2

2 x GM 121 amp/hr

Nema 4 rating

Steel, welded, powder coated

102”L x 52 ½”W x 83 ½ ‘H

300 gal.

Calgary o�ce
TRIDO INDUSTRIES INC.

CUSTOM EXTRAS
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2m.



SINGLE WALLED 
300 GALLON TANK 

Y-STRAINER & 
SIGHT GLASS

CONTAINMENT
 & FRAME

PLUMBING & PSV

SINGLE HEAD

QUAD HEAD

2X 160 WATT 
C1D2 SOLAR PANELS

TRIDO MINI-MIZER CONTROLLER
IN NEMA 4 ENCLOSURE

“Ask us about our full line of custom solar pumps 
and compressor systems featuring the world’s 
most reliable solar motors and controllers.”

DUAL HEAD
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